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DIN or M12
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FEATURE CONDUIT CLIP

MATERIAL NYLON PAG6
COLOUR BLACK
COMPATIBLE WITH M12 MOULDED CABLE VERSION YES
COMPATIBLE WITH M12 TO FIELD ATTACHED YES
COMPATIBLE WITH CONNECTOR DIN SERIES G1 — G2 - G3 — G4 OVER MOULDED YES
COMPATIBLE WITH CONNECTOR DIN SERIES M1 — M2 OVER MOULDED YES
COMPATIBLE WITH CONNECTOR DIN SERIES P1 — P2 OVER MOULDED YES
COMPATIBLE WITH CONNECTOR DIN SERIES G1 — G2 — G3 — G4 TO CABLE YES
COMPATIBLE WITH CONNECTOR DIN SERIES M1 — M2 TO CABLE YES
COMPATIBLE WITH CONNECTOR DIN SERIES P1 — P2 TO CABLE YES
® INT | @ EXT
DIAMETER ~ CONDUITS D1 6.2 10
DIAMETER ~ CONDUITS D2 9.6 13
RANGE TEMPERATURE —40°C /+80°C

TOLLERANZE

MARCO MAZZOLINI

udM

ANGOLO CONTROLLATO 25-10-08
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DESCRIZIONE

CONDUIT CLIMP, NYLON PA66
FOR CONDUIT - DIN OR M12

TIPO

ACCESSORY

MATERIALE
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