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E CABLE IS CHANGED FROM 2X0,5mm+10x0,25mm? TO 2X0,5mm+12x0,25mm’?
E WIRES WHITE/YELLOW and YELLOW/BROWN ARE NOT CONNECTED

LORENZO CIMMINO
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10-30v(DC)
Max.2A per channel/
10A total or2x8A

)

WIRING DIAGRAM
out- Con- Double Sig-
Lets tact nal/Colour

WH

4 GN

4 YE

4 GY

4 PK

4 RD

4 GYPK
4 RoBU
4 WHIGN
4 BNGN
1 BN

3

2
3
4
5
6
7
8
9

10
1-10
1-10

ELECTRICAL SCHEME:
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PAY ATTENTION: REV.01

MUST BE USED THE CABLE 2X0,5mm?+12x0,25mm’
THESE WIRES ARE NOT CONNECTED: WHITE/YELLOW and YELLOW/BROWN

10000

DISTRIBUTION BOX TYPE M8 10POSITION MOULDED CABLE
DISTRIBUTION BOX COLOUR BLACK
CONTACT TYPE FEMALE

| NUMBER OF CONTACTS 3POLES

s

2

= | CABLE LENGHT 10000mm

=<

5

S| CROUIT TYPE PNP

g

S| DISTRIBUTION BOX SINGLE SIGNAL

=

2| DISTRIBUTION BOX WITH HT P.LOGO
DISTRIBUTION BOX WITH LED
H.TP CABLE CODE CAVO P-2:12
NUMBER OF CONDUCTORS n°2X0 5mm%n*12X0,25mn?

e}

& | CONDUCTOR SECTION 0.5mm%/0.25mm’

=

£ | CABLE MATERIAL PUR

=

<T

S| COATING COLOUR BLACK
CONDUCTOR ISULATION MATERIAL | PVC

TOLLERANZE

01

DISEGNATORE

LORENZO CIMMIND

DATA ScaLA

Uan

ANGOLO

CONTROLLATO

17.03.09

DISEGNO N

&

DESCRIZIONE

M8 DISTRIBUTION BOX BLACK,WITH HTP LDGD,10 POSITION,3 POLES PNP CIRCUIT,
DOUBLE SIGNAL,WITH MOULDED CABLE PUR/PVC,BLACK 2X0,5mm”+12X0,25mm” L=10m
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DISTRIBUTION BOX

MATERIALE
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HIGH TECH PRODUCTS

CODICE,

HT.P
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